
APPLICATION INFORMATION
•  Stopping leaks in manholes, vaults, lift stations, pipelines, etc.   
•  Can be used to stop leaks up to 50 gallons per minute.  
•  Used primarily to stop high inflow and infiltration.

STORAGE
Store between 40°F and 100°F.

DESCRIPTION
I&I Guard®-PRF is a two-part polyurethane 
grout used to stop high flow infiltration. 
Easy injection method creating curtain 
of grout on the outside of underground 
structures. Super fast cure allows for 
immediate reduction in infiltration. Best 
when used in conjunction with Quadex® 
Repair Materials rehab systems.

PHYSICAL PROPERTIES
VOC CONTENT:  0%
COLOR: Amber
SPECIFIC GRAVITY: (SIDE A) 1.23 | (SIDE B) 1.06 
REACTION TIME: 3-5 seconds
EXPANSION TIME: 30 seconds

SAFETY
Always use safety glasses and protective clothing  
including gloves when using this product. 

MIX RATIO
1 to 1 by volume

PART NUMBER DESCRIPTION

QUAD-I&I-PRF-600 I&I - Fast Curing Grout (12) 600ml Cartridges

QUAD-I&I-PRF-1200 I&I - Fast Curing Grout (6) 1200ml Cartridges
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SELF-CONTAINED PACKAGING 
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